Part 1 


OPERATION OF 
INSTRUMENTS AND 
CONTROLS— 


Chapter 1-2 
Keys and Doors 


e Keys 

¢ Side doors 

e Power windows 

e Trunk lid 

e Back door 

e Hood 

e Theft deterrent system 
e Fuel tank cap 

e Electric sun roof 


Keys 


Master key Subkey 


10050M 02 


The master key works in every lock. 
The subkey will not work in the trunk. 


To protect things locked in the trunk when 
you have your vehicle parked, leave the 
subkey with the attendant. 

Since the doors and trunk lid can be 
locked without a key, you should always 
carry a spare master key in case you acci- 
dentally lock your keys inside the vehicle. 


Key number plate 


10050103 


Keep the key number plate in a safe 
place such as your wallet, not in the 
vehicle. 

If you should lose your keys or if you need 
additional keys, duplicates can be made 
by a Toyota dealer using the key number. 
You should also put a copy of the key 
number with your important papers. 


Side doors 


Unlock 


10060E 02 


LOCKING WITH KEY 


Turn the key towards the front of the 
vehicle to lock and towards the back to 
unlock. 


Vehicles with power door lock sys- 
tem—All side doors and back door lock 
and unlock simultaneously with either 
front door. In the driver’s door lock, turning 
the key once will unlock the driver’s door 
and twice in succession will unlock all the 
side doors and back door simultaneously. 


Unlock 


10973001 


LOCKING WITH INSIDE LOCK BUT- 
TON 

Push in the lock button to lock and pull 
it out to unlock. 

Closing the door with the lock button 


pushed in will also lock the door. Be care- 
ful not to lock your keys in the vehicle. 


Driver's side 


Unlock 


10090E19 


LOCKING WITH POWER DOOR LOCK 
SWITCH 


To lock all the side doors simulta- 
neously, push the switch on the LOCK 
side. Pushing on the UNLOCK side 
will unlock them. 


Back door 


Passenger’s side 


10090E17 


10100603 


LOCKING WITH REAR DOOR CHILD- 
PROTECTOR 


Turn the lock knob to the “LOCK” 
position as shown on the label. 


This feature allows you to lock a rear door 
so it can be opened from the outside only, 
not from inside. We recommend using 
this feature whenever small children are in 
the vehicle. 


Power windows 


10710E20 


For driver's use 


Automatically down 


10710E21 


The windows can be operated with the 
switch on each door. 


The ignition key must be in the “ON” posi- 
tion. 


OPERATING THE DRIVER’S WINDOW 
Use the switch on the driver’s door. 


Normal operation: The window moves 
as long as you hold the switch. 


To open: Lightly push down the switch. 
To close: Pull up the switch. 
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For front 
Automatic operation (to open only): 


Push the switch completely down and 
then release it. The window will fully open. 
To stop the window partway, lightly pull the 
switch up and then release it. 


For rear 
passengers’ use 


10710E22 


OPERATING THE PASSENGERS’ WIN- 
DOWS 

Use the switch on each passengers’ 
door or the switches on the driver’s 
door that control each passengers’ 
window. 

The windows move as long as you hold 
the switch. 

For driver and front passenger’s use— 
To open: Push down the switch. 

To close: Pull up the switch. 

For rear passengers’ use- 

To open: Push on the lower side of the 
switch. 

To close: Push on the upper side of the 
switch. 


If you push in the window lock button on 
the driver’s door, the passenger’s win- 
dows cannot be operated. 


To avoid serious personal injury, you 

must do the following. 

¢ Always make sure the head, hands 
and other parts of the body of all oc- 
cupants are kept completely inside 
the vehicle before you close the 
power windows. If someone’s 


neck, head or hands gets caught in 
a closing window, it could result in 
a serious injury. When anyone 
closes the power windows, be sure 
that they operate the windows safe- 
| 


When small children are in the ve- 
hicle, never let them use the power 
window switches without supervi- 
sion. Use the window lock button 
to prevent them from making unex- 
pected use of the switches. 

Never leave small children alone in 
the vehicle, especially with the igni- 
tion key still inserted. They could 
use the power window switches 
and get trapped in a window. Unat- 
tended children can become in- 
volved in serious accidents. 


Trunk lid— 


10840E01 


To open the trunk lid from the outside, 
insert the master key and tuen it clock- 
wise. 

See "Luggage stowage precautions” in 
Part 2 for precautions to observe in load- 
ing luggage. 

To close the trunk lid, lower it and press 
down on it. After closing the trunk lid, try 
pulling it up to make sure it is securely 
closed. 
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—Lock release lever 


10820E03 


To open the trunk lid from the driver’s 
seat, pull up on the lock release lever. 


—Luggage security system 
(with fold—down rear seat) 


This system deactivates the lock re- 
lease lever so that things locked in the 
trunk can be protected. 


1. Push down the security lock levers 
to lock the rear seatbacks. 


On vehicles with built-in child restraint, 
only the left seatback has a lock lever and 
can be lowered. The right seatback can- 
not be folded down. 

After locking the rear seatbacks, try fold- 
ing them down to make sure they are se- 
curely locked, otherwise, someone could 
get into the trunk by folding down a rear 
seat. 


Trunk lid opener 
inoperative 


2. After closing the trunk lid, insert 
the master key and turn it counter- 
clockwise to deactivate the lock re- 
lease lever. 


—Luggage security system 
(without fold—down rear seat) 


Trunk lid openi 
inoperative 


10841E03 


This system deactivates the lock re- 
lease lever so that things locked in the 
trunk can be protected. 


After closing the trunk lid, insert the 
master key and turn it counterclock- 
wise to deactviate the lock release le- 
ver. 

After closing the trunk lid, try pulling it up 
to make sure it is securely closed. 


Hood 


Hood lock release lever 


10930E01 


To open the hood, do the following. 


1. Pull the hood lock release lever. 
The hood will spring up slightly. 
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Auxiliary catch lever 


10930€ 02 
2. In front of the vehicle, pull up on the 


auxiliary catch lever and lift the 
hood. 
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3. Hold the hood open by inserting 
the support rod into the slot. 


Before closing the hood, check to see that 
you have not forgotten any tools, rags, 
etc. and return the support rod to its clip- 
this prevents rattles. Then lower the hood 
and make sure it locks into place. If neces- 
sary press down gently on the front edge 
to lock it. 


Theft deterrent system 


10095K01 


To deter the vehicle theft, the system is 
designed to give an alarm and keep the 
engine from being started if any of the 
side doors, trunk lid or hood is forcibly 
unlocked or the battery terminal is 
disconnected and then reconnected 
when the vehicle is locked. 

The alarm blows the horn intermittently 
and flashes the headlights, tail lights, and 
other exterior lights. The engine cannot 
be started because the starter circuit will 
be cut. 


Indicator light 


10095E06 


SETTING THE SYSTEM 


1. Turn the ignition key to the “LOCK” 
position. 

2. Have all passengers get out of the ve- 
hicle. 

3. Close and lock all the side doors, trunk 
lid and hood. 

The indicator light will come on when all 

the side doors, trunk lid and hood are 

closed and locked. 

As the side doors are locked, the system 

will give you a preparation time of 30 se- 

conds before the setting, during which the 

side doors, trunk lid and hood may be 

opened to prepare for the setting. 


Be careful not to use the key when open- 
ing either front door. This will cancel the 
system. 

4. After making sure the indicator light 
starts flashing, you may leave the ve- 
hicle. 

The system will automatically be set after 
the preparation time passes. The indica- 
tor light will flash to show the system is 
set. If any of the side doors, trunk lid or 
hood is open at that time, the setting is in- 
terrupted until it is closed and locked. 

Never leave anyone in the vehicle when 

you set the system, because unlocking 

from the inside will activate the system. 

WHEN THE SYSTEM IS SET 

Activating the system 

The system will give the alarm and cut the 

starter circuit under the following condi- 

tions: 

e If any of the side doors, trunk lid or 
hood is unlocked without using the key 

e If the battery terminal is dosconnected 
and then reconnected 


After 1 minute, the alarm will automatical- 
ly stop with the starter circuit cut kept on. 


Reactiviating the alarm 


Once set, the system automatically resets 
the alarm each time alll the side doors, 
trunk lid and hood are closed after the 
alarm stops. 
The alarm will be activated again under 
the following conditions. 
e If any of the side doors, trunk lid or 
hood is opened 
e If the battery terminal is dosconnected 
and then reconnected 
Stopping the alarm 
Turn the igniion key fromthe "LOCK’” to 
”ACC’ position. The alarm will be stopped 
with the starter circuit cut kept on. Stop- 
ping the alarm in this manner will keep the 
alarm from being reactivated when any of 
the side doors, trunk lid or hood is opened. 
Interrupting the setting 
With the system set, the trunk can be 
opened with the key without activating or 
cancelling the system. While it is open, 
the side doors and hood may be opened 
in addition. However, when the battery 
terminal is disconnected and then recon- 
nected, the system is activated. 
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To resume the setting, close and lock the 
side doors, trunk and hood. The trunk 
must be closed with the key removed. 
CANCELLING THE SYSTEM 

Unlock either front door with the key. This 

cancels the system completely and the 

starter circuit cut will be canceled at once. 

INDICATOR LIGHT 

The indicator light gives the following 

three indications. 

FLASHING—The system is set. You 

need the key to open the side doors, trunk 

lid and hood.. 

ON—The system will automatically be set 

when the time comes. The side doors, 

trunk lid and hood may be opened without 

a key. 

OFF—The system is inactive. You may 

open any of the side doors, trunk lid or 

hood. 

TESTING THE SYSTEM 

1. Open all the windows. 

2. Set the system as described above. 
The front doors should be locked with 
the key. Be sure to wait until the indica- 
tor light starts flashing. 
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3. Unlock one of the side doors from the 
inside. The system should activate the 
alarm. 


4. Cancel the system by unlocking either 
front door with the key. 


5. Repeat this operation for the other 
side doors, trunk lid and hood. When 
testing on the hood, also check that 
the system is activated when the bat- 
tery terminal is disconnected and then 
reconnected. 

If the system does not work properly, have 

it checked by your Toyota dealer. 


Fuel tank cap 


10920E07 


1. To open the fuel filler door, pull the 
lever up. 


1092004 


2. To remove the fuel tank cap, turn 
the cap slowly counterclockwise, 
then pause slightly before remov- 
ing it. after removing the cap, hang 
it on the cap hanger. 

It is not unusual to hear a slight swoosh 

when the cap is opened. When installing, 

turn the cap clockwise till you hear a click. 


Electric sun roof 


10780E01 


To open the sun roof, push the switch 
on the “SLIDE” side. Pushing on the 
opposite side will close it. To tilt up the 
rear end of the sun roof, push the 
switch on the “UP” side. Pushing on 
the opposite side will lower it. 

The ignition key must be in the “ON” posi- 
tion. 

The sun roof will move while the switch is 
being pushed and stop when released. 
However, as a precaution when closing, it 
stops at the three-quarters closed posi- 
tion before fully closing. Therefore, re- 
lease the switch and then push it again to 
close it completely. 

You may open the sun roof to any desired 
position. 
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To avoid serious personal injury, you 

must do the following. 

e While the vehicle is moving, always 
keep the head, hands and other 
parts of the body of all occupants 
away from the roof opening. Other- 
wise, you could be seriously in- 
jured if the vehicle stops suddenly 
or if the vehicle is involved in an ac- 
cident. 

Always make sure nobody places 
his/her head, hands and other parts 
of the body in the roof opening be- 
fore you close the roof. If some- 
one’s neck, head or hands gets 
caught in the closing roof, it could 
result in a serious injury. When any- 
one closes the roof, first make sure 
it is safe to do so. 

Never leave small children alone in 
the vehicle, especially with the igni- 
tion key still inserted. They could 
use the sun roof switched and get 
trapped in the roof opeing. Unat- 
tended children can become in- 
volved inserious accidents. 


¢ Never sit on top of the vehicle 
around the roof opening. 


